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Antenna Install/Removal

1. Screw the antenna into the antenna receptacle on top of
the radio

2. Tighten the antenna firmly
with your fingers

3. Reverse to remove antenna
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Battery Install/Removal

NOTE: The battery must be charged before use.
Memory effect is a phenomenon that causes a loss
In battery capacity or voltage due to repetitive
shallow discharging or long  -term overcharging.
This memory effect has been greatly reduced In
your batteries through the use of new cell
technology.
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Battery Install
1. Turn OFF the radio

2. Place the notched tabs, at the top of the battery, into
the slots at the top on the back of the radio

3. Press the bottom of the battery
Into the radio until the battery
clips into place
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Battery Removal
1. Turn OFF the radio

2. Press and hold the battery release button on the bottom
of the battery

3. Hold the radio with the battery side
tilted down. The bottom of the battery
should fall away from the radio

4. Remove the battery from the radio
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Battery Feature

The XTS 5000 has a Battery Status feature that works with
t he NnSmarto battery. To ul
t he AnSmarto battery, foll o\

1. Press the 4-Way Navigation Button to the right or left to
display the BATT softkey

2. Press the softkey under BATT
and the battery status will be
displayed
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3. Press the Home Button to exit
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Belt Clip Install

NOTE: Remove the battery from the radio before
installing or removing the belt clip

1. Hold the battery with the back of the battery facing you,
slots at the top

2. Hold the belt clip with the top facing
forward, and align the metal slides on
the back of the clip with the slots on
the battery back

3. Slide the metal slides on the clip down-
ward into the slot until it clicks into
place
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